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Full compatibility with Profi net, Profi bus, Modbus RTU and CANopen protocols.
Easy confi guration via Ethernet.
DIN Rail standard dimensions.

CNV510-PBUS-RTU

CNV510-PBUS-CAN

CNV510-PNET-CAN

CNV510-PNET-RTU

Protocol 
converters



Main features

CNV510PBUSRTU CNV510PNETRTU CNV510PBUSCAN CNV510PNETCAN

DIMENSIONS  (mm) DIN43880 – 4 moduls 71x90x64

POWER SUPPLY 12..24 V DC

SLAVE PROTOCOL Profi bus DP Profi net Profi bus DP Profi net

MASTER PROTOCOL Modbus RTU Modbus RTU CAN Open CAN Open

CONNECTION TYPES
DB9 (Profi bus), 
terminal blocks 
(Modbus RTU)

RJ45 (Profi net), 
terminal blocks 
(Modbus RTU)

DB9 (Profi bus), 
terminal blocks 

(CAN Open)

RJ45 (Profi net), 
terminal blocks

(CAN Open)
CONFIGURATION VIA ETHERNET

 SOFTWARE FEATURES 

INPUT BYTE 512 512 512 512
OUTPUT BYTE 512 512 512 512
SLAVE NODES 247 247 125 125

FUNCTIONS PROTOCOL 245 512 245 512

PROGRAMMING OPTIONS

COMPATIBILITY: SIEMENS STEP7 / TIA 
PORTAL  (.gsd fi le)

Programming tool
Confi guration Tool available on www.pixsys.netConfi guration Tool available on www.pixsys.net

Ordering codes
CNV510-PBUS-RTU Protocol converter Modbus RTU - Profi bus
CNV510-PBUS-CAN Protocol converter CANOpen - Profi bus
CNV510-PNET-CAN Protocol converter CANOpen - Profi net
CNV510-PNET-RTU Protocol converter Modbus RTU - Profi net


